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KLR-731 G100 CHINA G100
A 77 i TAE S g HARZSH W FLE
9T T A B C
KLR-731-6 1.4 6 8.7 18 0.
KLR-731-7 1.9 7 9.5 21 1.
KLR-731-8 2.5 8 10.9 24 1.
KLR-731-10 4 10 13.5 30 2.
KLR-731-13 6.7 13 17.5 39 3.
KLR-731-16 10 16 21.5 48 5.
KLR-731-20 16 19 25.6 57 8.
C KLR-731-22 19 22 29.5 66 11.
KLR-731-26 26.5 26 33.8 78 15.
KLR-731-32 39. 3 32 41.6 96 23.
B
Forged super steel-Quenched Tempered.
Suitble for G100 chain. 100
25%stronger than G80. 80 25%
Individually proof test at 2.5 times Working Load Limit. 2.5
Fatiuge tested at 1.5 times Working Load Limit for20000 cycles. 20000
Breakage twst.
100%magnaflux crack getecion.100%
Solour code( ):Powder plastified(
Ultimate load is 4 times the Working Load Limit. 4
KLR-701 G100 MASTER LINK G100
77 i TAE S BAZSH W A
95 T A B C KG
KLR-701-2. 3 2.3 13 60 110 0. 34
KLR-701-3. 5 3.5 16 60 110 0.53
KLR-701-5 5 18 75 135 0. 86
KLR-701-7.6 7.6 23 90 160 1.6
KLR-701-10 10 27 100 180 2.46
KLR-701-14 14 33 110 200 4. 14
KLR-701-25. 1 25.1 36 140 260 6. 22
KLR-701-30. 8 30. 8 45 180 340 12. 85
KLR-701-40 40 50 190 350 16. 22

Never exceed Working Load Limit
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Forged super steel-Quenched Tempered.

Suitable for G100china. 100
25Y%stronger than G80. 80 25%
Individually proof test at 2.5 times Working Load Limit. 2.5

Fatiuge tested at 1.5 times Working Load Limit for20000 cycles.
20000

Breakage twst.

100%magnaflux crack getecion.100%

All load pins are 100%individually inspected and tested. 100%
Solour code( ):Powder plastified( )

Ultimate load is 4 times the Working Load Limit. 4

KLR-702 G100 CONNECTING LINK G100

D

7 b kg | AR BEARZH W FAEE

i T A B C D KG
KLR-702-6 6-10 1.4 14 60 44.5 7.6 0.1
KLR-702-8 8-10 2.5 18.5 84.5 61.5 10 0. 22
KLR-702-10 | 10-10 4 23 97.2 72 12.6 0. 45
KLR-702-13 | 13-10 6.7 27.5 127 89 16. 8 1. 15
KLR-702-16 | 16-10 10 33.5 145 103 21 1.75
KLR-702-20 | 20-10 16 42 175 116 24.5 2.7
KLR-702-22 | 22-10 19 48 193 135 27 4. 02
KLR-702-26 | 26-10 26.5 61 228 164 32 5.1
KLR-702-32 | 32-10 39.3 80 274 194 40 8.5

Forged super steel-Quenched Tempered.

Suitable for G100china. 100
25%stronger than G80. 80 25% Eﬁ
Individually proof test at 2.5 times Working Load Limit.
2.5
Fatiuge tested at 1.5 times Working Load Limit for20000 C DIE
cycles. 20000 B
Breakage twst. /7
Solour code( ):Powder plastified( )
Ultimate load is 4 times the Working Load Limit.
4
B
KLR-703 G100 OMEGA LINK G100
7 i g | TAE BARZH M B
95 Hifai T A B C D E KG
KLR-703-6 6-10 1.4 8.5 44 20 25 55 0.12
KLR-703-8 8-10 2.5 10. 5 60 24 35 73.5 0.27
KLR-703-10 | 10-10 4 12.5 70 31 40. 5 90 0. 44
KLR-703-13 | 13-10 6.7 16 90 38.5 54 109 0. 89
KLR-703-16 | 16-10 10 19 112 51 64 141.5 1.69
Never exceed Working Load Limit H=
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BAODING KAILAI RIGGING CO;LTD 3



Forged super steel-Quenched Tempered.
Suitable for G100china.

25%stronger than G80.

100

80

Individually proof test at 2.5 times Working Load Limit.

Fatiuge tested at 1.5 times Working Load Limit for20000 cycles.

Breakage twst.
100%magnaflux crack getecion.100%
Solour code(
Ultimate load is 4 times the Working Load Limit.

KLR-704 G100 EYE SELFLOCK HOOK G100

):Powder plastified(

)

F= i KA TAE HFARZH W

g FHT [ A B C D B
KLR-704-6 | 6-10 1.4 21 110 11 20 28
KLR-704-8 | 8-10 | 2.5 27 137 12 26 35. 5
KLR-704-10 | 10-10 4 34.5 169 14.9 30 45
KLR-704-13 | 13-10 | 6.7 40 209 20 40.5 | 53.5
KLR-704-16 | 16-10 | 10 50 254 27 50.5 62
KLR-704-20 | 20-10 | 16 60 277 30 62 76.5
KLR-704-22 | 22-10 19 70 | 319.5 | 32 66 80

Forged super steel-Quenched Tempered.
Suitble for G100 chain.

25%stronger than G80.

100

80

25%

Individually proof test at 2.5 times Working Load Limit.

Fatiuge tested at 1.5 times Working Load Limit for20000 cycles.

Breakage twst.
100%magnaflux crack getecion.100%
All load pins are 100%individually inspected and tested.

Solour code(
Ultimate load is 4 times the Working Load Limit.

KLR-705 G100 CLEVIS SELFLOCK HOOK G100

):Powder plastified(

)

= i Fk TAE HASH W HLEE

5 BT A B C E KG
KLR-705-6 6-10 1.4 7.5 96 20 28 0.5
KLR-705-8 8-10 2.5 9.5 123 26 35.5 0.9
KLR-705-10 | 10-10 4 12 144 30 45 1.6
KLR-705-13 | 13-10 6.7 15 182 40. 5 53.5 2.9
KLR-705-16 | 16-10 10 17.5 217 50. 5 62 5.8
KLR-705-20 | 20-10 16 25 235 62 76.5 8.6
KLR-705-22 | 22-10 19 25.5 276. 5 66 80 12.1

WARNING Z&

Never exceed Working Load Limit
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Forged super steel-Quenched Tempered.

Suitble for G100 chain.

100

25%stronger than G80. 80

Individually proof test at 2.5 times Working Load Limit.

Fatiuge tested at 1.5 times Working Load Limit for20000 cycles.
Breakage twst.

25%
2.5

20000

100%magnaflux crack getecion.100%

With cast latch.

Solour code(

):Powder plastified( )
Ultimate load is 4 times the Working Load Limit. 4

KLR-707 G100 EYE SLING HOOK WITH LATCH G100

7 il g | TR HARZH WM BRE
95 T A B C E KG
KLR-707-6 6-10 1.4 10 20.5 111 18.5 0. 32
KLR-707-8 8-10 2.5 11 25 137.5 25 0.6
KLR-707-10 10-10 4 16 34 171.5 28 1.2
KLR-707-13 13-10 6.7 19 43 219 38 2.2
KLR-707-16 16—-10 10 24.5 50 260 44 3.5
KLR-707-20 | 20-10 16 27 55 298 52 7.15
KLR-707-22 22-10 19 29 60 330 66 11.5
KLR-707-26 | 26-10 26.5 35 70 376 73 12.2
KLR-707-32 32-10 39. 3 39 81.5 458 87 17.5
Forged super steel-Quenched Tempered.
Suitble for G100 chain. 100
25%stronger than G80. 80 25%
Fatiuge tested at 1.5 times Working Load Limit for20000 cycles. 20000
Breakage twst.
100%magnaflux crack getecion.100%
All load pins are 100%individually inspected and tested. 100%
With cast latch.
Solour code( ):Powder plastified( )
Ultimate load is 4 times the Working Load Limit. 4
KLR-708 G100 CLEVIS SLING HOOK WITH LATCH G100
7 Hikg | TAE FARZH WM B
G5 BT A B C D E KG
KLR-708-6 6-10 1.4 7.5 32 72 21 18.5 0.33
KLR-708-8 8-10 2.5 9.5 37 87 27.5 25 0.7
KLR-708-10 | 10-10 4 12 48 104 33.5 28 1.3
KLR-708-13 | 13-10 6.7 15 59 131 42 38 2.3
KLR-708-16 | 16-10 10 17.5 70 162 50 44 3.6
KLR-708-20 | 20-10 16 25 85 197 56 52 7.3
KLR-708-22 | 22-10 19 27 100 216 62 66 12. 1

WARNING Z&

Never exceed Working Load Limit
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KLR-712 G100 EYE SHORTENING GRAB HOOK WITH SAFETY PIN

Suitble for G100 chain.
25%stronger than G80.
Individually proof test at 2.5 times Working Load Limit.

Forged super steel-Quenched Tempered.

100

80 25%

2.5

4

Fatiuge tested at 1.5 times Working Load Limit for20000
cycles.

Breakage twst.
100%magnaflux crack getecion.100%
Solour code(
Ultimate load is 4 times the Working Load Limit.

20000

):Powder plastified( )

77 i A% | AR St BARZH W AE
95 T A B C B KG
KLR-712-8 8-10 2.5 16. 5 12 110 10. 5 0.5
KLR-712-10 10-10 4 21 15 136. 5 14 1.0
KLR-712-13 13-10 6.7 27.5 20.5 180 15.5 2.2
Forged super steel-Quenched Tempered.
Suitble for G100 chain. 100
25%stronger than G80. 80 25%
Fatiuge tested at 1.5 times Working Load Limit for20000 cycles. 20000
Breakage twst.
100%magnaflux crack getecion.100%
All load pins are 100%individually inspected and tested. 100%
Solour code( ):Powder plastified( )
Ultimate load is 4 times the Working Load Limit. 4
KLR-713 G100 CLEVIS SHORTENING GRAB HOOK WITH SAFETY PIN
7 il A% | LAESAT RS H WM BE
9 5 T A C E KG
KLR-713-8 8-10 2.5 10. 5 110 10. 5 0.5
KLR-713-10 10-10 4 14 136. 5 14 1.0
KLR-713-13 13-10 6.7 15.5 180 15.5 2.2

WARNING Z&

Never exceed Working Load Limit

BIREeEE TIFRDER
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Forged super steel-Quenched Tempered.
Suitble for G100 chain. 100
25Y%stronger than G80. 80 25%
Individually proof test at 2.5 times Working Load Limit.
2.5 c D
Fatiuge tested at 1.5 times Working Load Limit for20000
cycles. 20000
Breakage twst.
100%magnaflux crack getecion.100%
Solour code( ):Powder plastified( )
Ultimate load is 4 times the Working Load Limit.
4
KLR-782 G100 SWIVEL HOOK WITH BEARING G100
77 i ks | TAE S RS H WM FAE
IS T A B C D E F KG
KLR-782-6 6-10 1.4 32.5 37 141 173 24 77 0. 65
KLR-782-8 8-10 2.5 41 41.6 171 213 28.5 88 0.95
KLR-782-10 10-10 4 48 51 216 263 34 105 1.71
KLR-782-13 13-10 6.7 55 59 253 310 40 135 3.13
KLR-782-16 16-10 10 61 68 293 364 45 161 5. 44
Forged super steel-Quenched Tempered.
Suitble for G100 chain. 100
25%stronger than G80. 80 25%
Fatiuge tested at 1.5 times Working Load Limit for20000
cycles. 20000
Breakage twst.
100%magnaflux crack getecion.100%
Solour code( ):Powder plastified( )
Ultimate load is 4 times the Working Load Limit.
4
KLR-786 G100 EYE FOUNDRY HOOK G100
7 Mk | TAESE BARZH M BE
G5 T A B C D E F KG
KLR-786—-6 6-10 1.4 20. 5 10 100 133 49 17 0. 382
KLR-786-8 8-10 2.5 24 12 130 158. 5 62 19 0.72
KLR-786-10 10-10 4 31.5 15 152.5 199 73 25 1.25
KLR-786-13 13-10 6.7 44 19 186 241.5 90 33 2.32
KLR-786-16 16-10 10 49 22 218 279 105 37 3. 45

WARNING Z&

10

Never exceed Working Load Limit
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Forged super steel-Quenched Tempered.

Suitble for G100 chain. 100

25%stronger than G80. 80 25%

Individually proof test at 2.5 times Working Load Limit.
2.5

Fatiuge tested at 1.5 times Working Load Limit for20000

cycles. 20000

Breakage twst.
100%magnaflux crack getecion.100%
Solour code( ):Powder plastified( )

Ultimate load is 4 times the Working Load Limit. B
4 A
KLR-785 G100 CLEVIS FOUNDRY HOOK G100 T TF
77 i A% | TAER BARZH W AE
2 i A B C D E KG D
T E
KLR-785-6 6-10 1.4 8 32 100 49 126 0.41
KLR-785-8 8-10 2.5 9.5 36 128 62 160 0.8
KLR-785-10 | 10-10 4 12.5 48 153 72 192 1.4
KLR-785-13 | 13-10 6.7 15 59 186 88 232 2. 88
KLR-785-16 | 16-10 10 18.5 70 218 103 284 5.1 C
A

Forged super steel-Quenched Tempered.

Suitble for G100 chain. 100

25%stronger than G80. 80 25%
Fatiuge tested at 1.5 times Working Load Limit for20000
cycles. 20000

Breakage twst.

100%magnaflux crack getecion.100%

All load pins are 100%individually inspected and tested.
100%

Solour code( ):Powder plastified( )

g Ultimate load is 4 times the Working Load Limit.
4
KLR-760 G100 WEB SLING CONNECTOR G100
77 Mk | TAES BARZH M LN
IS T A B C D E F KG
KLR-760-6 6-10 1.4 15. 2 60 56 40 18 7.5 0.20
KLR-760-8 8-10 2.9 19. 69. 6 65. 8 45.6 22.8 9.0 0. 30
KLR-760-10 10-10 4 25.0 90. 7 75.9 56. 5 28.9 11.8 0. 68
KLR-760-13 13-10 6.7 30.0 104. 4 95. 6 65. 4 34.5 15.5 1. 47
KLR-760-16 16-10 10 36. 0 131. 1 115. 4 80. 2 42.0 19.0 2. 30
KLR-760-20 20-10 16 42.0 129.0 138.0 80.0 51.8 23.0 3. 30

Never exceed Working Load Limit

B EEEE TIERIDAER
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Forged super steel-Quenched Tempered. A fEa
Suitble for G100 chain. 100 ;:::
25%stronger than G80. 80 25% _
Individually proof test at 2.5 times Working Load @ -]
Linit. 2.5 |
Fatiuge tested at 1.5 times Working Load Limit o E o
for20000 cycles. 20000
Breakage twst.
Solour code( ):Powder plastified( )
Ultimate load is 4 times the Working Load Limit. E
4
* G
KLR-717 G100 CHAIN-ROPE CONNECTOR G100
7 il g | TAESLr FARZH WM FRE
CIkE] T A B C D E F G KG
KLR-717-8 8-10 2.5 58 33.5 142 10 12 20 32 0.63

A

C

- Suitble for G100 chain. 100
B | B E 25%stronger than G80. 80

(@ = 25

= Solour code( ) :Powder

Lmax plastified( )

Lmin *

KLR-750 G100 RACHET BINDER WITH SAFETY HOOKS G100

P il BURE | AR S g | BB B 6 HARZH W BE
YT KN KN A B C E Lmin Lmax KG
KLR-750-8 8-10 20 100 383 50 98 10.5 340 500 3.71
KLR-750-10 | 10-10 80 160 390 50 121.5 13 365 525 5.85
KLR-750-13 | 13-10 134 268 392 72 159.5 15.5 365 525 9.34
WA RN I N G @t Never exceid ;{\/orking Load Limit
= = | IR EEEE TIERID(ER
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Suitble for G100 chain. 100
25%stronger than G80. 80 . =
25% Cﬁj ﬂ = | %
Solour code( ):Powder plastified( Lmax
) Lmin
KLR-751 G100 CLEVIS TYPE RACHET BINDER WITH G100
R R | TAE G | W BRZH W LS
5 KN KN A B C Lmin Lmax KG
KLR-751-8 8-10 50 100 383 10 40 340 500 3.5
KLR-751-10 10-10 80 160 390 13 49 365 525 5.5
KLR-751-13 13-10 134 268 392 16 64 365 525 7.1
A
= Suitble for G100 chain. 100
= 25%stronger than G80. 80 25%
Lmax Solour code( ):Powder plastified( )
Lmin *
KLR-752 G100 RACHET BINDER WITHOUT LINKS AND HOOKS G100
T il ks TAESAST | R B A HARZH MM B
95 KN KN A Lmin Lmax KG
KLR-752-8 8-10 50 100 383 340 500 2.6
KLR-752-10 10-10 80 160 390 365 525 4.3
KLR-752-13 13-10 134 268 392 365 525 5.0

Never exceed Working Load Limit
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Forged super steel-Quenched Tempered.
Suitble for G100 chain. 100

25Y%stronger than G80. 80 25%
Individually proof test at 2.5 times Working Load
Limit. 2.5

Fatiuge tested at 1.5 times Working Load Limit
for20000 cycles. 20000

Breakage twst.

Solour code( ):Powder plastified( )
Ultimate load is 4 times the Working Load Limit.
4

KLR-722 G100 MASTER LINK ASSEMBLY G100

77 i A% | TAEfE TARZH WM FAE
kel T A B C D E F KG
KLR-722-6 6-10 3 75 135 19 13 54 25 1.3
KLR-722-8 8-10 5.3 90 160 23 16.5 70 35 2.33
KLR-722-10 10-10 8 100 180 27 19 85 40 3.7
KLR-722-13 13-10 14 110 200 33 23 115 50 6.5
KLR-722-16 16—10 21.2 140 260 36 27 140 65 10. 1
KLR-722-20 20-10 33.6 190 350 50 33 150 70 22.8
KLR-722-22 22-10 39.9 190 350 50 36 180 100 26
Forged super steel-Quenched Tempered.
Suitble for G100 chain. 100
25%stronger than G80. 80 25%
Individually proof test at 2.5 times Working Load Limit.
2.5
Fatiuge tested at 1.5 times Working Load Limit for20000
cycles. 20000
Breakage twst.
Solour code( ):Powder plastified( )
Ultimate load is 4 times the Working Load Limit.
4
KLR-735 G100
77 i Fis AR S HARZH W [ Ko ft2 FAE
kel T A B D KLR-714 KG
KLR-735-6 6-10 1.4 60 110 13 S | 6-104F%1 | 0.64
KLR-735-8 8-10 2.5 70 120 14 SRR | 8-104Ex1 | 1.12
KLR-735-10 | 10-10 4 80 140 17 SR | 10-104F*1 | 2.08
KLR-735-13 13-10 6.7 95 160 22 SR | 13-104xF*1 | 3.85
KLR-735-16 16-10 10 110 190 25 SR | 16-1042F*1 | 6. 75
KLR-735-20 | 20-10 16 130 230 32 SRR | 20-104 %1 | 13.8

WARNING Z&

14

Never exceed Working Load Limit
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Forged super steel-Quenched Tempered.

Suitble for G100 chain. 100

25%stronger than G80. 80 25%

Individually proof test at 2.5 times Working Load Limit.
2.5

Fatiuge tested at 1.5 times Working Load Limit for20000

cycles. 20000

Breakage twst.

Solour code( ):Powder plastified( )

Ultimate load is 4 times the Working Load Limit.

4
KLR-736 G100
72 i FHA% TAE f far FARZH M Bl o2 HEH
9T T A B D KLR-714 KG
KLR-736-6 6-10 2 70 120 14 A | 6-1042Ex2 | 1.04
KLR-736-8 8-10 3.55 80 140 17 SR | 8-104Ex2 | 2.12
KLR-736-10 10-10 5.6 95 160 22 SEER | 10-104Ex2 | 4.15
KLR-736-13 13-10 9.5 110 190 25 M | 13-108Ex2 | 7.0
KLR-736-16 16-10 14 130 230 32 WAFR | 16-104Ex2 | 13.4
Forged super steel-Quenched Tempered.
Suitble for G100 chain. 100
25%stronger than G80. 80
25%
1.5 times Working Load Limit for20000
cycles. 20000 A
Breakage twst.
Solour code( ) :Powder
plastified( )
Ultimate load is 4 times the Working
Load Limit. 4
KLR-737 G100
7= i s | TAE FEARZE M e 1 o2 FALE
s FFT | A B C D E F KLR-722 KLR-714 KG
KLR-737-6 6-10 3 75 135 19 13 54 25 6—-10%1 6-104=F%4 2.5
KLR-737-8 8-10 5.3 90 160 23 16. 5 70 35 8-10%1 8-104E*4 5.09
KLR-737-10 | 10-10 8 100 180 27 19 85 40 10-10%1 10-104=Ex*4 9.02
KLR-737-13 | 13-10 14 110 200 33 23 115 50 13-10%1 13-1048E*4 | 15.95
KLR-737-16 | 16-10 | 21.2 140 260 36 27 140 65 16-10%1 16-104E*4 28. 1
Never exceed Working Load Limit H=
BB TS WARNING £&
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